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EAN

CC mA VDC

IP IK
Ø x h 
[mm]  (°C)

SP FP FIX P 8W 927 PS DIM IP65 WT 4058075799721 180 30 - 40 65 / 20 05 81x 42 0.3 kg -20…+40

SP FP FIX P 8W 930 PS DIM IP65 WT 4058075799745 180 30 - 40 65 / 20 05 81x 42 0.3 kg -20…+40

SP FP FIX P 8W 940 PS DIM IP65 WT 4058075799769 180 30 - 40 65 / 20 05 81x 42 0.3 kg -20…+40

SP FP FIX P 8W 927 PS DIM IP65 BK 4099854000027 180 30 - 40 65 / 20 05 81x 42 0.3 kg -20…+40

SP FP FIX P 8W 930 PS DIM IP65 BK 4058075799783 180 30 - 40 65 / 20 05 81x 42 0.3 kg -20…+40

EAN W Hz PF lm lm/W K Ra

SP FP FIX P 8W 927 PS DIM IP65 WT 4058075799721 8 50/60 Hz > 0.9 640 80 2700 90 36°

SP FP FIX P 8W 930 PS DIM IP65 WT 4058075799745 8 50/60 Hz > 0.9 680 85 3000 90 36°

SP FP FIX P 8W 940 PS DIM IP65 WT 4058075799769 8 50/60 Hz > 0.9 720 90 4000 90 36°

SP FP FIX P 8W 927 PS DIM IP65 BK 4099854000027 8 50/60 Hz > 0.9 640 80 2700 90 36°

SP FP FIX P 8W 930 PS DIM IP65 BK 4058075799783 8 50/60 Hz > 0.9 680 85 3000 90 36°
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CONNECTOR BOX 3 POLE
EAN 4099854013508

SP DRIVER DALI
PLANNED
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